Speed Measurement System 
March 2002, p. 12-17 
(010206-1). 


In circuit diagram no. 010206-11 
(lower part of Figure 4), the pin 
numbers on connector K1 should 
be mirrored, i.e., pin 1 should be 
pin 5, pin 2 should be pin 4, etc. 
In diagram 010206-12 (upper 
part of Figure 4), the designa- 
tions “IR sender” and “IR 
receiver” should be transposed. 


These corrections do not affect 
the PCB designed and supplied 
for the project. 


DTMF Codelock 
March 2002, p. 56-57 
(010110-1). 


Pins 4 and 5 of comparators IC3- 
IC6 should be connected to 
ground, not to +5 V as shown in 
the circuit diagram. 


DCI PLC 
June 2001, p. 10-18 
(000163-1) 


The article text fails to mention 
that connector K1 is mounted at 
the underside of the board. 

The photographs on pages 16 and 
17 show an early prototype of 
the DCI PLC with K1 mounted at 
the solder side. 


CORRECTIONS SUPDAIES 


Serial Interface 

for Dallas 1-Wire Bus 

April 2002, p. 30-34 
(020022-1) 

On the component overlay (Fig- 
ure 2), the labels for solder pins ‘D’ 
and ‘ground’ should be transposed. 


